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TSO ROCKSLIDER 4RUNNER INSTALL
INSTRUCTIONS

Thank you for your purchase of our rocksliders. We have designed them to be an easy bolt on install on
2014+ TRD/SR5 4runners with or without KDSS.

2010-2013, limited, XREAS, and TRD Sport have not been tested. We do know the rocker trim will have
be removed or replaced with the 2014+ rocker trim.

For the install will need the following tools

1) Pliers

2) Flat Head Screw Driver

3) Hammer

4) Rachet 3/8” or 1/4"

5) 10mm and 12mm Sockets
6) Center punch

7) Drill and drill bit set




STEP 1- Remove frame plugs on both passenger and driver side frame rails using flat head screwdriver.
Then wipe clean both frame rails. (We recommend chasing threaded holes with a m8x1.25 thread tap)




Step 2- Unbolt E-Brake cable brackets and KDSS hydraulic line brackets.

Step 4- Remove front mudflaps from the rear wheel well.




Step 5- Using a jack or a friend. Fit rockslider into place and loosely install as much hardware as possible.
While remounting brake line brackets and KDSS brackets you may have to flatten their locating tabs.




Step 6- Passenger Side- For maximum strength we have provided additional stick nuts to take advantage
of more mounting holes. We highly recommend installing these if you are going to rock crawl. There are 3
holes on the bottom side of the rear frame plate. The middle hole is threaded from the factory. The rear
and front holes are mot threaded. This is where the sticknuts come into play.

Rear hole stick nut- Once orientated you should be able to see the nut in the rear bottom hole. Loosely
install bolt




Front hole stick nut- Once orientated you should be able to see the nut in the front bottom hole. Loosely
install bolt




Once sticknuts are installed this what they should look like.

Step 7- Passenger Side- The front frame plate meets the transmission crossmember along the bottom.
We have provided a stick nut for max strength. This step is an option but recommended for those rock
crawling. This step does require drilling small holes in the frame.

Hold sticknut in place as shown. Using a center punch mark frame for drilling.
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Once marked you can drill the holes. It is recommended that to drill them to at least 3/8” . We are using a
step bit in this example, but it is not required.
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Once holes are drilled loosely install bolts.




Step 8- Passenger side- Tighten all hardware. Start with loosely tightening a few bolts on the side plates
to where the just contact the frame. Then fully tighten the bolts on the bottom of the frame rails. Next
fully tighten all the remaining bolts.

Step 9- Driver side- Install is identical through step 5. All the mounting locations are already threaded and
there are no holes to drill. The main difference is the gas tank skid will need to mount over the frame
plates as shown.




